HANDOUT #9


EQUIPMENT CARRIED

ENGINE COMPANY

Booster Tank (Gallons)
Min. 300

Hose – Booster 
200’

Supply Line
1200’


1 ½” or 1 ¾” carried
400’


1 ½” or 1 ¾” spare
200’


2 ½” or 3” spare
200’

Heavy stream device 1,000 gpm
1

Distributing nozzle 2 ½”
1

Foam eductor carried
1

Foam supply carried (Gallons)
10

Spare foam supply (Gallons)
15

Solid stream nozzle 2 ½”
2

Combination nozzle 1 ½”
2

Combination nozzle 2 ½”
2

Self-contained breathing equipment
4

Spare cylinders
4

Salvage covers (12’ x 18’)
2

Handlights (4v wet or 6v dry)
2

Hose Clamp
1

Hydrant hose gate valve 2 ½”
1

Burst hose jacket 2 ½”
1

Gated wye 2 ½” x 1 ½” x 1 ½”
1

Mounted radio
1

Portable radio
1

Ladder – 12’ or 14’ roof
1

Ladder – 24’ (min) or 35’ extension
1

Hose tests
3 Yrs
Engine Service Test
3 Yrs
NOTE:

Extra pre-connected hose may be substituted for booster hose.

NOTE:

A heavy stream device is not needed for a basic flow of less than 1500 gpm.

